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• Can be loaded from both sides: Yes
• Designed for: 1/1 GN

1/2 GN
1/3 GN

• Worktop surface: No
• Delivery state: Building kit (simple assembly)
• Swivel casters: 4 swivel casters, 2 with brake
• Diameter casters: 100 mm
• With handle(s): No
• Wheel buffer: 4 units, plastic
• Important information: -
• Total load-bearing capacity, max.: 80 kg
• Model: GN slots
• Material: Stainless steel
• Application area: Clearing
• Number of drawers: 18
• Distance between trays: 80 mm

Description

Features

�Continue on the next page

�  Designed for GN containers, GN trays and
trays

✓  18 x 1/1 GN, 65 mm deep

�  Load-bearing capacity

✓  Total max.: 80 kg

✓  Drawer max., each: 10 kg

�  1 container lock each on the front and rear
side.

�  The ideal supplement:

✓  Tray GN110-S



www.bartscher.com

Gastronorm trolley AGN1800-1/1

• Load-bearing capacity per drawer max.: 10 kg
• Properties: One container lock each on the front and rear side.

Frame in square tubing 25 x 25 mm
• Depth container max.: 65 mm
• Not included in delivery: GN containers

Sheets
Grilles

• Size: W 450 x D 613 x H 1,895 mm
• Weight: 20.2 kg
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Tray GN110-S

Code-No. 701053
GTIN 4015613695303

• Colour: Black
• Important information: -
• Dishwasher safe: Yes
• Stackable: Yes
• Dimensions surface: W 495 x D 290 mm
• Worktop surface: Structured
• Norm format: 1/1 GN

GN-container, 1/1GN,D20, Basic Line

Code-No. 711020
GTIN 4015613695556

• Stackable: Yes
• Design: No perforation
• Reinforced edge: No
• Surface: Silk matt
• Depth container: 20 mm
• Gastronorm: 1/1 GN
• Norm: EN 631

GN-container, 1/1GN, D40, Basic Line

Code-No. 711040
GTIN 4015613695570

• Content: 5 litre(s)
• Stackable: Yes
• Design: No perforation
• Reinforced edge: No
• Surface: Silk matt
• Depth container: 40 mm
• Gastronorm: 1/1 GN

GN-container, 1/1GN,D65, Basic Line

Code-No. 711065
GTIN 4015613695587

• Content: 9 litre(s)
• Stackable: Yes
• Design: No perforation
• Reinforced edge: No
• Surface: Silk matt
• Depth container: 65 mm
• Gastronorm: 1/1 GN
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GN container, 1/1, D20

Code-No. A121025
GTIN 4016098166722

• Stackable: Yes
• Design: No perforation
• Reinforced edge: No
• Properties: -
• Surface: High-gloss
• Depth container: 20 mm
• Gastronorm: 1/1 GN

GN container, 1/1, D40

Code-No. A121040
GTIN 4015613271064

• Content: 5 litre(s)
• Stackable: Yes
• Design: No perforation
• Reinforced edge: No
• Properties: -
• Surface: High-gloss
• Depth container: 40 mm

GN container, 1/1, D65

Code-No. A121065
GTIN 4016098162755

• Content: 9 litre(s)
• Stackable: Yes
• Design: No perforation
• Reinforced edge: No
• Properties: -
• Surface: High-gloss
• Depth container: 65 mm

Tray 1/1GN, 20 mm

Code-No. A101185
GTIN 4015613271729

• Stackable: Yes
• Design: No perforation
• Reinforced edge: Yes
• Properties: -
• Depth container: 20 mm
• Gastronorm: 1/1 GN
• Material: CNS 18/10
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Tray 1/1GN, 40 mm

Code-No. A101186
GTIN 4015613271736

• Stackable: Yes
• Design: No perforation
• Reinforced edge: Yes
• Properties: -
• Depth container: 40 mm
• Gastronorm: 1/1 GN
• Material: CNS 18/10

Tray 1/1GN, 65 mm

Code-No. A101187
GTIN 4015613271743

• Stackable: Yes
• Design: No perforation
• Reinforced edge: Yes
• Properties: -
• Depth container: 65 mm
• Gastronorm: 1/1 GN
• Material: CNS 18/10

Cover hood AGN1800-1/1

Code-No. 300183
GTIN 4015613746913

• Colour: Transparent
• Model: With 4 zips
• Material thickness: 0,12 mm
• Resistance to low-temperature

cracking:
To -15 °C

• Heat resistant to: 99 °C
• Weather-resistant: -15 °C to 50 °C


